
10.1” HDT1047” HDT74

Quad View High Resolution Touchscreen LED Monitor

SPECIFICATIONS
Voltage Range:  10-32V
Screen Size:    (HDT104)10.1”  
   (HDT74) 7” 
Video Format Compatibility: 1080P, 720P, PAL, & NTSC (Auto Detect)
Display Format:  16:9
Viewing Angles:  75° Left/Right/Up/Down
Brightness:   (HDT104) 500 CD/M2 
   (HDT74) 450 CD/M2

Touch Screen:  Capacitive
Camera Inputs:  4 x 4-Pin (Male)
Connection Type:  Universal Standard 4-Pin Configuration (M)
Split Screen:  Single, Dual, Triplex, Quad, Trefoil, Y-Split, PIP & Custom
Mirror Image:  Horizontal & Vertical, Independent Channel Adjustment
Trigger Inputs:  5, Adjustable Delay & Priority
Parking Guidelines:  Adjustable for Each Independent Channel
Adjustable Backlight: Automatic Light Sensor & Manual Adjustment
Internal Speaker:  Yes, 1.5W
OSD Languages:  12
Image Adjustment:  Brightness, Contrast, Colour, & Sharpness
Auto Scan:  Adjustable Sequence and Time
Settings Menu Lock:  Adjustable Level
Dimensions:  (HDT104) 267W x 159H x 30D mm (excluding brackets)
   (HDT74) 193W x 112H x 28D mm (excluding brackets)
Temperature Rating:  +70°C, -20°C

Glass Mount Bracket 
BKT102 Also Available 
 

INCLUDED IN THE BOX
Monitor
U-Shape Bracket & Thumb Screws
Stand Mount 
Power Cable Harness
Sunshade
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